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ValenaTM Allure 
Plates Material finishes
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Face plates for Valena Allure: 1 - 2 - 3 - 4 and 5-gang wiring accessories.
Available in several colours.
Can be transformed in vertical or horizontal plate by rotation of internal 
trim.

1. USE

2. RANGE

7 544 91

7 544 92

1-gang plates

Wires
Palace Marble
Black Glass
White Glass

7 544 91
7 555 21
7 555 31
7 555 41

2-gang plates

Wires
Palace Marble
Black Glass
White Glass

7 544 92
7 555 22
7 555 32
7 555 42

3-gang plates

Wires
Palace Marble
Black Glass
White Glass

7 544 93
7 555 23
7 555 33
7 555 43

4-gang plates
Wires
Black Glass
White Glass

7 544 94
7 555 34
 7 555 44

5-gang plates
Wires
Black Glass
White Glass

7 555 95
7 555 35
7 555 45

3. OVERALL DIMENSIONS (mm)

4. MOUNTING

The plates are clipped onto the mechanisms  for compensate for the 
thickness (Ex.: wall carpet) from 0.75 mm to 1.5 mm (2.25 mm).
Easy to remove with a screwdriver using the slots on the side of the 
plate.

A

B C

A B C

1-gang 90 90 10.5

2-gang 162 92 10.5

3-gang 233.5 92.5 10.5

4-gang 304.5 93 10.5

5-gang 374.5 93 10.5
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5. TECHNICAL CHARACTERISTICS  

 5.1 Mechanical characteristics
Impact tests: IK 04

 5.2 Material characteristics
Plates: 
 - Wires: acrylic resin with yarn
 - White Glass: satin glass
 - Black Glass: screen printing glass
 - Palace Marble: corian
Sub-plates: PC
Halogen free
UV resistant
Self-extinguishing: 650° C / 30 s

 5.2 Climatic characteristics
Use temperature: - 5° C to + 50° C
Storage temperature: - 10° C to + 70° C

Clean the surface with a cloth.
Do not use acetone, tar-removing cleaning agents or trichloroethylene.

The plates must not be painted.

6. CLEANING

7. SPECIAL USE

Caution:   An initial test is required for the use of other special 
maintenance products.


