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Valena™ Allure Cat. No(s): 7 543 01/02/03/04/05/06/11/12/13/14/15/16/41/42/43/44/45
Plates 7543 51/52/53/54/55/61/62/63/64/65/71/72/73/74/75/81/82/83/84/85

L. Lo 7543 91/92/93/94/95/96 - 7 544 01/02/03/04/05/06/11/12/13/14/15/16
Inmold Decor, Painting and Basic finishes

754301
1. USE : 2.RANGE (continued)
Face plates for Valena: 1-2 -3 -4 - 5-gang and 5 modules wiring acces- White 754304
sonies. Ivory 754314
Available in several colours. Narcis Chrome 7543 44
Can be transformed in vertical or horizontal plate by rotation of internal Narcis Gold 754354
frim- A-aana plates Flora 7543 64
: gangp White Zen 7543 74
: Ivory Zen 7543 84
2. RANGE :
: uminium
Alumini 754394
: Matt Black 754404
White 754301 Pearl 754414
Ivory AL White 754305
Narcis Chrome 754341 Ivory 754315
l;llaras Gold ; gg Z} Narcis Chrome 7 543 45
1-gang plates Ol'la : Narcis Gold 7 543 55
White Zen 754371 : Flora 754365
vory Zen 754381 5-gangplates White Zen 754375
Aluminium 754391 : vory Zen 754385
!QAattI Black ; gii (1)1 Aluminium 7 54395
ear : Matt Black 7 54405
White 754302 : Pearl 754415
Ivory 754312 White 754306
Narcis Chrome 754342 : Ivory 754316
l;llaras Gold ; gg 2; :  5modules open plates | Aluminium 754396
ora :
- : Matt Black 7 54406
2-gang plates White Zen 754372 Pearl 754416
Ivory Zen 754382
Aluminium 754392
Matt Black 7 54402
Pearl 754412
White 754303
Ivory 754313
Narcis Chrome 754343
Narcis Gold 754353
3-gana plates Flora 754363
gangp White Zen 754373
Ivory Zen 754383
Aluminium 754393
Matt Black 754403
Pearl 754413
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7 543 91/92/93/94/95/96 - 7 544 01/02/03/04/05/06/11/12/13/14/15/16

3. OVERALL DIMENSIONS (mm)

B c

<

A B C
1-gang 90 90 9.5
2-gang 162 91.5 9.5
3-gang 233 92.5 9.5
4-gang 304.5 93 9.5
5-gang 375.5 94 9.5
5 modules open plates 162 91.5 9.5
4. MOUNTING

The plates are clipped onto the mechanisms for compensate for the
thickness (Ex.: wall carpet) from 1 mm to 1.5 mm (2.5 mm).

Easy to remove with a screwdriver using the slots on the side of the
plate.

5. TECHNICAL CHARACTERISTICS

m 5.1 Mechanical characteristics
Impact tests: IK 04

m 5.2 Material characteristics
Polyglass appearance
Plates: ABS
Sub-plates: PC
Colours:
- Basic: White, Ivory
- Inmold decor: Decor film (Narcis Chrome, Narcisse Gold, Flora, White
Zen, lvory Zen, Girl Room, Boy Room)
- Painting: Aluminium C010B, Pearl CO15A, Matt Black CO14A
Halogen free
UV resistant
Self-extinguishing: 650°C/30s

m 5.2 Climatic characteristics
Usage temperature: - 5° Cto + 50° C
Storage temperature: - 10° Cto + 70° C

6. CLEANING

Clean the surface with a cloth.
Do not use acetone, tar-removing cleaning agents or trichloroethylene.

Caution: An initial test is required for the use of other special
: maintenance products.

7.SPECIAL USE

The plates must not be painted.
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